Munchkin LATCH™ bottle, gently sweep the valve brush through the valve using soap and water. With soap and water, use the Bottle Brush to scrub the nipple and bottle ensuring that the bristles reach between nipple flanges for thorough cleaning. Always allow brush to completely dry before storing. To help reduce germ build-up, bottle brushes should be replaced every 30-45 days or at first sign of wear.

Breast Pump Adapter
Sterilizing Before Use: Before first use, place adapter in boiling water for 5 minutes or use the Munchkin® SteamGuard™ Microwave or Electric Sterilizer for proper hygiene.
To Clean: Wash before use. Disassemble the adapter from the Munchkin® LATCH™ bottle and breast pump cone. Wash with soap and rinse thoroughly. Safe to sterilize using a sterilizer or boil for 5 minutes. Top rack dishwasher safe. Use dishwasher basket to secure components during wash and dry cycles. Do not microwave.
Assembly: Screw the wider end of the adapter to the bottle by twisting to the right. Screw the pump connector into the narrow end of the adapter by twisting to the right.
Compatibility: The Munchkin LATCH™ breast pump adapter is compatible with leading breast pumps, including many Medela, Lansinoh, and Evenflo pumps.

Deluxe Bottle & Valve Brush
To Clean: Wash before use. Do not microwave, boil or steam sterilize. Top rack dishwasher safe.
Instructions For Use: Remove valve brush from base of Deluxe Bottle & Valve Brush by twisting to the left. After removing the valve from the base of the Munchkin LATCH™ bottle, gently sweep the valve brush through the valve using soap and water. With soap and water, use the Bottle Brush to scrub the nipple and bottle ensuring that the bristles reach between nipple flanges for thorough cleaning. Always allow brush to completely dry before storing. To help reduce germ build-up, bottle brushes should be replaced every 30-45 days or at first sign of wear.